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SPIRAmir TM
Offset Square to Round

SAOFF

Y-Branch

SASQRD

 Reducing Y-Branch

SAY

Reducing Bullhead TeeBullhead Tee

SABH

SAYR

SABH-R

SET

W X D

Page 10

d1

S

L

d
1

d 1

d 1

S

L

d 1

d 1

d 1

LS

2 2

2 2

S

d1

S

L

d1

d 3
L b

d
4L

S

LS

2

2 2

2

S

d
3

d 1

L r
L r

d4

L b



SPIRAmirTM
 Self-Sealing Spiral Duct System            “The Right Fit” 
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SPIRAmirTM O-Ring Specification 
 

SPIRAmir™ O-Ring gasket is made from EPDM blend sponge rubber cord  
and has the following specifications: 
 

• Excellent resistance to ozone, weathering, heat aging, UV exposures, 
compression set, water absorption and degradation by water aqueous 
systems and non-petroleum fluids 

• Excellent flexibility at both low and high temperatures  
• Excellent resistance to Acids & Alkalis 
• Good resistance to fuels and oils 

 
 
 
 

SPIRAmir™ Flame Spread and Smoke developed Indexes  
 

SPIRAmirTM Self-Sealing Spiral Duct System has been tested by an accredited 
testing laboratory in accordance with UL testing standards. The results indicate  
that when testing in accordance with UL 723 and NFPA 255 standards,  
SPIRAmirTM Spiral Duct System produces a flame spread index of zero (0) and 
smoke developed index of zero (0). 




